


WHAT MAKE OUR
SAILS UNIQUE?



Leech
Up to 5 different reinforcement 

layers to insure maximum 

strength, no stretch and long-

lasting durability even under 

the toughest conditions.

Spinnaker vent
The vent opening is reinforced 

with a mixture of Dacron, Insignia 

and RipStop materials enabling 

a solid and clean frame to make 

the air pass smoothly towards 

the wing. 

Sail cloth
Latest 44gram/m² RipStop 

material with water repellent 

coating and UV-stabilizer.

Bora wing
Super light, High-Tech 

paragliding RipStop material 

with only 30gram/m², allows 

the wing to lift-up in the smallest 

breeze enabling to create lift 

instantly.

Levante wing
The single skin wing is made 

out of the same material as 

the sail cloth. A 44gram/m² 

RipStop material with water 

repellent coating and UV-

stabilizer.

Head & Clew
Up to 7 different materials 

to insures a harmonic load 

distribution into the sail. Build 

to resist heavy peak loads.





The INFLATABLE SNUFFER by OXLEY® is the 

perfect solution for all kind of sail sizes and a small fore-deck hatch. A 

firm outer layer made of Dacron and an airtight innertube form the basis 

of the oval snuffer collar. This construction principle makes the funnel 

particulary resilient, durable and light. This technique has its origins in 

the sport of kite surfing, and has been applied successfully  in operation 

for a full decade. By using a double action pump or an air-compressor, 

the collar ring can be inflated very quickly. By using the deflation valve, 

the air can be released within seconds and the collar is reduced to a 

convenient storage size.

OXLEY® offers two different types 
of inflatable snuffers.
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The standard snuffer has been developed to 

suit all kinds of Spinnakers and Gennakers. 
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This snuffer was developed especially for our sails BORA

and LEVANTE. The snuffer is separated into a bottom 

and top section. By pulling on the hoist rope, both sec-

tions get pulled up. This ensures the funnel not to get 

stuck below the sails wing.
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Inflate

Unfold the snuffer tube. Open the 

Neoprene cover and attach the 

pump hose to the inflation valve. 

Inflate the snuffer up to 6PSI.

1. 2. 3.

HOW TO USE THE SNUFFERS

Attach

Attach the snuffer “head web-

bing” to the Spinnaker/Gennaker 

top clew with a shackle.

Pull in

Grab the Snuffer “head webbing“ 

with one hand and the inflated 

tube with the other hand as shown.



Pull through

Pull the entire snuffer over the sail up to the 

Spinnaker/Gennaker lower clews.

4.



Carrying case

The additional OXLEY® carrying case is the 

proof that there is a high degree of potential for 

optimization even in seemingly trivial products. 

It captivates with its oval base and high-quality 

craftsmanship. The inner bottom and the bottom side 

faces are lined with styrofoam and covered with an 

abrasion-resistant material. With laterally attached 

compression belts, the volume can be reduced to a third 

of its full size – an important argument for optimal 

usage of storage space.
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